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P/N: FA3216-H-270L17R0

Outline Dimensions(Unit:mm)
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Winding Construction

Electronical Schematic
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Recommended Soldering Temperature Graph.
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Electrical Characteristics(at 25°C) -
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Inductance : LOA= 27uH15%,at 1KHz,0.3V. 5 "
L17A= 12.6uH+15%,at 1KHz,0.3V. . Y
- s Max{1—
Rated Cl,!rrent. 17Amps. 90£305
D.C.Resistance : 0.006 ohms Typ.
Time(s)
Standard Profile Standard Profile
Pre-heating 150~180°C,90s+30s
IndUCtance VS Current Heating above 220°C,30s-60s above 240°C,30s Max
30.0 Peak temperature 245°C+3°C 260°C,10s
27.0 b—o, Cycle of reflow 2 times 2 times
Sy
240 . . g
— 210 List of UL Certificate:
I
2 180 \ - )
3 Part Name Mat'l Description Supplier UL Number
< 150
‘§ 120 N Copper wire 1PEW-H/180C Elektrisola Hangzhou Co Ltd E258243
AT
£ 9 Core Iron Powder Cores KeDa Magneto Eletricity N/A
6.0 N Tape AC05(White)/130C SYMBIO INC E50292
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