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Material list
Case Part SPEC Material Supplier uL
Name Type PP Number
17.5
Epoxy Max DR2W12*13 NizZn Zhongshan Jiaxin Electronic Co Ltd N/A
Core -
(B=6.5)
I PBT3116 | E | Dupont De Nemours & Co Inc E41938
5.0 Case TL1315C
Mlin
DIA‘ 0.60+0.10 Copper JUEW-F 155°C | Elektrisola Hangzhou Co Ltd E258243
5.0~ Wire
DongGuan Eatto Electronic Material Co Ltd E218090
Orthographic view Stereogram Epoxy 3300A/B

Recommended Soldering Temperature Graph.

~ 260°C
Top view Bottom view 24543°C——— £ N 230°C
X 220°C
Y
qs, 180 Limit Profile
Electronical Schematic g 150
<1E> 30s-60 Standard Profile
'—
S ° —130s Max1+—
. Wdg1 905308

Time(s)
. .y -
EleCtrlcaI CharaCterIStICS(@ZS C) Standard Profile Standard Profile
Pre-heati 150~180°C,90s+30:
I1nlgg§tgn1c\7 DC Rege) Rated Current e i
S-’F. S-F Heating above 220°C,30s-60s above 240°C,30s Max
15.0uH£20% 0.028Q Max 4500mA Peak temperature 245°C+3°C 260°C,10s
_ Cycle of reflow 2 times 2 times
***Operating Temperature: -40°C~+105°C.
(Temperature rise included)
***Storage Temperature : -40°C~+105°C.
***Storage Humidity:RH10%~70%.
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