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FAUI481771
Vin:115VAC~60Hz(1,12-4.9)
230VAC~50Hz(1-9,short 4,12)
Vout:18VAC~1111mA(14-17)
18VAC~1111mA(20-23)
ta 4058

Top View

1.Remove Pins 2,3,5,6,7,8,10,11,13,15,16,18,19,21,22,24.

Wave Soldering

260

Temperature °C

PRE-HEATING SOLDERING NATURAL

COOLING

Note:

2.1.0mm tip diameter(max).

1.Never Contact the ceramic with the iron tip;
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Electronical Schematic
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Electrical Characteristics

Input 115Vac 60Hz to (1,12-4,9)
or 230Vac 50Hz to (1-9,short 4,12) :

Excitation current(Ix):35mA Max.

Output: Vo(14-17)=20.1Vac Typ(No-load).
V0(20-23)=20.1Vac Typ(No-load).
VL(14-17)=18.0Vact5%(@1111mA).
VL(20-23)=18.0Vact5%(@1111mA).

Hi-Pot:Pri-Sec:4000VAC/5mA/60Second.

General Properties

Operating Temperature:-40°C to +40°C.
Storage Temperature:-25°C to +85°C.
Insulation Class: B.

Cver 2 min Gradual Cooling
Within 10 sec
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List of UL Certificate:
No. Part Name Mat'l Description Supplier UL Number
1 Bobbin Ul48*17/PBT (Black) Chang Chun Plastics Co Ltd E59481
2 Case CASE-UI48*17/PBT(Black) Zhejiang Juner New Materials Co Ltd E204321
3 Copper wire 2UEW-F/155C Elektrisola Hangzhou Co Ltd E258243
4 Core Lamination Ta Yea Steel Industry Co Ltd N/A
5 Epoxy PU552(Black) Wevo-Chemle Gmbh E108835
6
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